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 1 

SOLSE Orbit #176 2 
TR: 10/22:28:31    TS:  10/23:13:28 3 
Observation Type:  Earth View  Filter Required: UV 4 
Special Instructions:  Coordinated science with MEIDEX.  Note that on Orbit #123 the 5 
SOLSE instrument automatically rebooted causing it to automatically transition from 6 
SCIENCE mode to CAL mode, so please keep an extra eye on the SOLSE mode (S_Mode 7 
on the telemetry page) during the MONITOR procedure.  If this occurs, command SOLSE 8 
back to SCIENCE mode. 9 
 10 

Procedure/Event Start Time (MET) Instructions 
SOLSE SETUP 10/21:40 Step 1 (PTV Check): not reqd 

Step 7 (Vent Valve): not reqd 
Step 12 (Filter Toggle): UV position required 

SOLSE SCIENCE NLT 10/22:13 Step 5 commands not required 
DOOR COMMAND – 
OPEN 

NLT 10/22:24  

TR 10/22:28  
SOLSE MONITOR door open to 

closeout 
Step 1a commands not required 

TS 10/23:14  
SOLSE CLOSEOUT NET 10/23:17 Step 3 (Door Close): reqd  

Step 6 (Caibration): reqd  
Step 7 (Filter Check): VIS position required 

SOLSE IDLE 11/00:05 NLT 11/00:44 
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